The measurement of un-signalized intersection elasticity of a traffic system for a new park-and-ride by Zhang, Hui
  
67 
REFERENCE 
A. Zulkiple, 2003. Theoretical approach on the planning and design of main access 
junction: UNITEN case study 
Agata Kermpa. 2008. An analysis of elastic and inelastic traffic in shared link. 
Conference on human system interactions 
Agnieszka Chodorek, Robert R. 2008. An analysis of elastic and inelastic traffic in         
shared link 
American Association of State Highway and Transportation Officials (AASHTO). 
2004. Guide for Park-and-Ride Facilities.  
Al-Masaeid H.R. 1999, June. Capacity of U-turn at Median Opening. ITE Journal.  
Bixby, R. W. 1988. ‘‘Park and ride schemes.’’ J. Instn. of Hwy. and Transp., London. 
Braun, S. M., and Ivan, J. N. 1996. Estimating intersection approach delay using 1985 
and 1994 highway capacity manual procedures.” Transp. Res. Rec., 1555, 23–
32.  
Booz A. 2003. ACT Transport Demand Elasticity Study, Canberra Department of 
Urban Services  
Booz Allen Hamilton, 2003. ACT Transport Demand Elasticities Study, Canberra 
Department of Urban Services. 
BFarhan and A.T.Murray, 2008. Siting park-and-ride facilities using a multi-objective 
spatial optimization model. 
 
Duncan.M. & Christensen,R.K. 2013. An analysis of park-and-ride provision at light 
rail stations across the US. Transport policy, 25, 148-157. 
 
Dickens. I, 1991. Park and ride facilities on light rail transit systems. Transportation 
18, 23–36. 
David A. H., 1997. Establishing a Fare Elasticity Regime for Urban Passenger 
Transport: Non-Concession Commuters, Working Paper, University of Sydney.  
  
68 
Daniel J., Stephen G. 2004 Road traffic demand elasticity estimates: A review. 
Duncan, M. 2011. The impact of transit-oriented development on housing prices in San 
Diego, CA. Urban Studies 48, 101–127. 
Ehsan M, Sara M. 2010. Delay function for signalized intersections in traffic 
assignment models 
 
Giuliano, G. 2004. Land use impacts of transportation investments: highways and 
transit. In: Hanson, S., Giuliano, G. (Eds.), The Geography of Urban 
Transportation. Guilford Press, New York, NY, pp. 237–273. 
Goodwin P. B., Dargay J., & Hanly M. 2004. Elasticities of road traffic and fuel 
consumption with respect to price and income: a review. Transport Reviews, 24 
(3). 
Horowitz, A. J. 1997. Intersection delay in region wide traffic assign- mint, implication 
of 1994 update of the highway capacity manual.” Transp. Res. Rec., 1572, 1–9.  
Highway Capacity Manual 2000. Transportation Research Board, Washington, D.C. 
Un-signalized Intersections, Chapter 17.  
Huanmei Qin, Hongzhi Guan, Yao-Jan Wu. 2013. Analysis of park-and-ride decision 
behavior based on Decision Field Theory  
Jeihani, M., Lawe, S., Connelly, J. P. 2006. Improving traffic assignment model using 
intersection delay function. 
Knight. R, Trygg. L. 1977. Evidence of land impacts of rapid transit systems. 
Transportation 6, 231–247. 
Kerchowskas K, Sen A. 1997. Park-and-ride planning manual. Report no. 
DOT/RSPA/DPB/50-78/11. University of Illinois, Chicago, Illinois.  
Li M.X, Chen J.W 2000. Un-signalized intersection capacity analysis. 
Lu J, Sheng X.Z. 2010. Development of models to predict conflict rates at un-signalized 
intersections. ICCTP. 
  
69 
Malaysia Highway Capacity Manual. 2006. Highway planning unit. ministry of works. 
Malaysia government. 
Mohammed T.M. (2006). Development of a conflict rate prediction model at un-
signalized intersections 
 
Meycr, M. D., Miller, E. J. 1994. Urban transportation planning: a Jecision-oriellted 
approach. McGraw- Hill Book Co., New York, N.Y.  
Schoon J. 1980. Park-and-ride planning for energy conservation: an optimization 
methodology. Transportation Research Record 751:31–7.   
Sargious M., Janarthanan N. 1983. Forecasting demand for the park-and-ride mode and 
determining the optimal location of stations. Canadian  Journal of Civil 
Engineering 10:695–702.   
Spillar R. 1997. Park-and-ride planning and design guidelines. New York: Parsons 
Brinkerhoff Quade and Douglas, Inc. 
TCRP, 1996. Transit and Urban Forms Transportation Cooperative Research Program 
Report 16. TCRP, Washington, DC. 
TRACE, 1999. Elasticity Handbook: Elasticity for Prototypical Contexts, European 
Commission. 
TCRP, 2003. Parking Management and Supply Transportation Cooperative Research 
Program Report 95. TCRP, Washington, DC. 
Todd L. 2009. Elasticity Spreadsheet, VTPI. 
Todd L., 2011. Understanding Transport Demands and Elasticity’s; Victoria Transport 
Policy Institute. 
Traffic Engineering 2011, James L. editor. Institute of transportation engineers. 
Todd L. 2013. Understanding transport demands and elasticities. 
Todd L. 2004.  “Transit Price Elasticity and Cross-Elasticity”, Journal of Public 
Transportation. 
  
70 
Mohd Erwan Bin Sanik 2007. Development of un-signalized intersection analysis 
procedure for the Malaysia highway capacity manual 
Moridpour, S. 2009. “Sensitivity of the traffic flows in transportation networks.” J. 
Urban Plann. Dev., 135(2), 56–65.  
Olszewski, P. 1993. Overall delay, stopped delay, and stops at signal- ized 
intersections.” J. Transp. Eng., 119(6), 835–852.  
Phil G. 1992. “Review of New Demand Elasticity With Special Reference to Short and 
Long Run Effects of Price Changes”, Journal of Transport Economics. 
Parkhurst, G. 1995. Park and Ride: could it lead to an increase in car traffic? Transport 
Policy 2, 15–23. 
Puncher J, Dijkstra L. 2003. Promoting safe walking and cycling to improve public 
health: lessons from the Netherlands and Germany. American Journal of Public 
Health 93, 1509–1516.  
Vladimir Karamychev, Peran van Reeven 2011. Park-and-ride: Good for the city, good 
for the region?  
William Clayton, Eran Ben-Elia, Graham. P, Miriam Ricci 2014. Where to park? A 
behavioural comparison of bus Park and Ride and city centre car park usage in 
Bath, UK  
Xue L, Li H.L, Rui T. 2010. Researching on left-turning traffic organization and 
control at urban signalized intersections. Intersection conference on 
Optoelectronics and image processing. 
Zhao F, Li M, Chow L, Gan A, Shen LD. 2002. FSUTMS mode choice modeling: 
factors affecting transit use and access. Final report, National Center for Transit 
Research (NCTR) 
 
 
 
